MAC iCiN PROXY AYARLAMASI

1- Masaustinde kablosuz aglara tiklanir. Sonrasinda “Open Network Preferences”
tiklanir.
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Status: Connected \MI
Wi-Fi is connected to CiscoX1000 and has
@ Ethernet the IP address 192.168.1.111.
Mot Connects Bagli olunan Wi-Fi adi goriilmelidir.

W Network Namell CiscoX1000 : ||

~ Bluetooth PAN (M Ask to join new networks
No IP Address Known networks will be joined automatically.
If no known networks are available, you will
be asked before joining a new network.

[V Show Wi-Fi status in menu bar | Advanced... |f?7)

' Assistme...
7] Click the lock to prevent further changes. | Assistme... | Revert Apply




3- Ust kisimda, “Proxies” tiklanir ve agilan ekranda sol tarafta ”Automatic Proxy

Configuration” segcilir. Sonrasinda URL kismina http://bidb.ege.edu.tr/proxy.pac
yazilir.
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Select a protocol to configure: Proxy Configuration File

jsCovery IURL: 'hrm:,r‘,.l‘bidb.ege.edu.tr.-‘prcxv.pad | I
EI Automatic Proxy Configuration I —

— | Choose File... |
Web Proxy (HTTF) -
Secure Web Proxy (HTTPS) If your network administrator provided you with the

address of an automatic proxy configuration (.pac) file,

FTP Proxy enter it above.
SOCKS Proxy
Streaming Proxy (RT5P)
Gopher Proxy

| | Exclude simple hostnames

Bypass proxy settings for these Hosts & Domains:
*local, 169.254/16

(¥ Use Passive FTP Mode (PASV)




